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CONSTRUCTION DETAILS SIGNAL EQUIPMENT. DUE TO CONFLICT WITH EXISTING SIGNAL INDICATIONS OR SPAN WIRES. A SIGNAL
A. INSTALL CONCRETE FOUNDATION WITH A 27 FT. STEEL POLE WITH A 70 FT. MAST ARM. TRAFFIC SIGNAL HEADS. SIGNS, VIDEQ DETECTION CAMERA | ] 2 T R T S paERT, Y ALl NDERGRAUND STirIT1ES FRIOR 10 INSTALLING @ o OUTAGE SHALL OCCUR DURING NON-PEAK HOLRS AS DIRECTED BY THE ENGINEER.
MOUNTED ON MAST ARM AND 15 FT. STREET LIGHTING ARM WITH A 250 WATT HIGH PRESSURE SODIUM VAPOR LUMINAIRE. (INSTALL 1-2 IN. AND 1-4 IN. | | 1 RS D I ONAL B IPMENT.  STNeNY 2. INSTALL 3/-0" FT. DIAMETER x 15'-0“ DEEP FOUNDATION FOR SIGNAL POLE BASE
SCHEDULE 80, 30 DEGREE PVC ELECTRICAL CONDUIT BENDS IN POLE BASE). | | | ] 3. VIDEQ CAMERA LUCATION / ALIGNING SHALL BE CODORDINATED WITH THE SHA ENGINEER IN LETU OF 4'~0" FT. DIAMETER x 10°'-0” DEEP FOUNDATION
B INSTALLTCONCRETE FOUNDATION WITH A'27 FT. STEEL POLE WITH A 60 FT. MAST ARM, TRAFEIC SIGNAL HEADS, SIGNS. VIDED DETECTION CANERA I ] 3. VIDEQ CAMERA LOCATION / ALIGNING SHALL BE COORDINATED WITH THE SHA ENGINEER. - .
Nod IN. SCHEDULE Bhe 80 GECREE g-\ggEEEE%‘{'STEAEGCSEgUEJ%TEEﬁDES?NWSDLEHéAgEF),I?ESSURE SODIUM VAPOR LUMINAIRE. (INSTALL 1-2 IN. AND 9 INEL EQUIPMENT IN DRDER TO OPERATE VIDEQ DETECTION EQUIPMENT. 3. CONTRACTOR SHALL USE CAUTION WHEN INSTALLING SIGNAL EQUIPMENT TO
C. INSTALL CONCRETE FOUNDATION WITH A 27 FT. STEEL POLE WITH A& 70 FT. MAST ARM. TRAFFIC SIGNAL HEADS. SIGNS. VIDEO DETECTION CAMERA 1| | | S THE CONTRACTOR SHALL VERIFY ALL PROPOSED POLE AND CABINET LOCATIONS FRIOR TO SHALL TESTPIT 7O DETERMINE EXACT LOCATION AND DEETH BF UNAERGAOUND
YCHEDULE 80, 30 DEEREE RIS ELECTNIEAL Eéﬁgﬁ%?%éﬁ%“s“%ﬁ”pmﬁﬁgéév HIGH PRESSURE SODILM VAPOR LUMINAIRE. (INSTALL 1-2 IN- AND 1-4 IN. | | I [ 6. AL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL BECOME THE PROPERTY OF THE UTILITIES PRIOR TO INSTALLING SIGNAL EQUIPMENT.
D. INSTALL CONCRETE FOUNDATION (3 FT x 15 FT) WITH A_ 27 FT. (CUT TO 21 FT.) STEEL POLE WITH A_TO FT. MAST ARM., TRAFFIC SIGNAL HEADS. SIGNAL CONTRACTOR UPON COMPLETION OF THE NEW SI1GNAL.
SIGNS, COUNTDOWN PEDESTRIAN SIGNAL HEAD, AUDIBLE/TACTILE PEDESTRIAN PUSHBUTTON INSTALLED WITH VIBRATING ARROW POINTING RIGHT Ll J,, 1| , 7. ALL PROPOSED LUMINAIRES SHALL BE SUPPLIED WITH A PHOTOCELL., 4. INSTALL HANDHOLE WITH LUNG DIMENSION PERPENDICULAR TO TRAVEL WAY
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E. INSTALL CONCRETE FOUNDATION WITH 10 FT. STEEL PEDESTAL POLE WITH MODIFIED BREAKAWAY DASE STANDARD NO. MD BO1.01-01. COUNTOOWN DD \ 9. REMOVE AND DISPOSE OF ALL UNUSED SIGNAL CABLE.
PEDESTRIAN SIGNAL HEAD, AUDIBLE/TACTILE PEDESTRIAN PUSHBUTTON INSTALLED WITH VIBRATING ARROW POINTING LEFT AND R10<3(1) SIGN. (SIGN A—g 10. THE CONTRACTOR SHALL NGT CUT MAST ARM AS INDICATED ON PLANS UNTIL MAST ARM 5. SEE SHEET TSP-2 FOR AERIAL HEIGHTS.
TO_READ “PUSH_BUTTON TO_CROSS ROSSVILLE BLVG”). (INSTALL 1-3 IN. SCHEDULE 80. 90 DEGREE PVC ELECTRICAL CONDUIT BEND IN PEDESTAL BASE). ] SR TE e T T T i et e 0 POLE LOCATION IS FINALIZED.
F. INSTALL CONCRETE FOUNDATION WITH 10 FT. STEEL PEDESTAL POLE WITH MODIFIED BREAKAWAY BASE STANDARD NO. MD B801.01-01+ COUNTDGWN gttt %5 & B
PEDESTRIAN SIGNAL HEAD, AUDIBLE/TACTILE PEDESTRIAN PUSHBUTTON INSTALLED WITH VIBRATING ARROW POINTING RIGHT AND R10-3(1) SIGN. (SIGN B Seiitisione ittty T BGE L ,
TO READ “PUSH BUTTON TO CROSS ROSSVILLE BLVD”). (INSTALL 1-3 IN. SCHEDULE 80. 90 DEGREE PVG ELECTRICAL CONDUIT BEND IN PEDESTAL BASE). N S N 109301 l[ —t=—85
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G. INSTALL CONCRETE FOUNDATION WITH 10 FT. STEEL PEDESTAL POLE WITH MODIFIED BREAKAWAY BASE STANDARD NO. MD 801.01-01. NEE SPECIAL ] Y RR NO: XX645-15
COUNTDOWN PEDESTRIAN SIGNAL HEAD. AUDIBLE/TACTILE PEDESTRIAN PUSHBUTTON INSTALLED WITH VIBRATING ARROW POINTING LEFT : j TOD
AND R10-3(1) SIGN. (SIGN TD READ “PUSH BUTTON TO CROSS BELAIR RDAD”). (INSTALL 1-3 IN. SCHEDULE 80, 30 DEGREE PVC

ELECTRICAL CONDUIT BEND IN PEDESTAL BASE).
INSTALL EMBEDDED METERED SERVICE PEDESTAL WITH 2-2 IN. AND 1—4 IN. SCHEDULE 80, 90 DEGREE PVC CONDUIT BENDS IN PEDESTAL BASE. /

SHA NO: BA938B5C &
H. US 1 @ Rossville Boulevard
Ja INSTALL HANDHOLE.
K. INSTALL MICROLOOP PROBE SET WITH 1.000 FT. LEAD-IN (TO BE PLACED IN THRU LANE ONLY).
L. INSTALL NON-INVASIVE MICROLOOP PROBE SET WITH 500 FT. LEAD-IN IN PROPOSED 3 IN. CONDUIT.

M. INSTALL 2 IN. PVC SCHEDULE BO ELECTRICAL CONDUIT — TRENCHED.
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P. INSTALL 3 IN. PVC SCHEDULE B0 ELEGTRICAL CONDUIT — BORED. & ASSOCIATES, LLP
Q. INSTALL 4 IN. PVYC SCHEDULE 80 ELECTRICAL CONDUIT — SLOTTED.

R. REMOVE EXISTING SIDEWALK AND INSTALL 3 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT ~ TRENCHED. REPLACE 5 INCH SIDEWALK.

SCALE: 1"=20 801 South Caroline Street, Baltimore, Maryland 21231

S. INSTALL 4 IN. SCHEDULE 80, POLYVINYL CHLORIDE ELECTRICAL CONDUIT - TRENCHED FOR PROPOSED UNDERGROLND ELECTRICAL 11.PUSHBUTTONS ARE TO BE LOCATED SO THAT THEY CAN BE ACTIVATED BY A PERSON IN A WHEELCHAIR REACHING

SERVICE. CAP AND MARK CONDUIT 2 FT. ABOVE GRADE AT UTILITY POLE FOR USE BY OTHERS.
T. INSTALL 2 IN. SCHEDULE 8Q., PVC ELECTRICAL CDNDUIT - TRENCHED FOR PROPOSED UNDERGROLND ELECTRICAL SERVICE.
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(a'a] } LESS THAN 18" FROM A 60" x 60 LEVEL LANDING AREA WITH A CROSS SLOPE OF LESS THAN OR EQUAL TO 2%. STATE OF MARYLAND
U. INSTALL NEMA SIZE “S” BASE MOUNTED CABINET AND CONTROLLER WITH SIZE “S” FDUNDATION STANDARD NO, MD B16,07 AND | | 12-THE 10 SEPARATION BETWEEN PUSHBUTTONS IS TO BE MEASURED FROM FACE OF PUSHBUTTON TO FACE OF
CONTROLLER, MASTER WITH TELEMETRY. (INSTALL 2-2 IN. AND 2-4 IN. SCHEDULE BO, 90 DEGREE PVC ELECTRICAL CONDUIT BENDS IN , PUSHBUTTON, NOT CENTER_TO CENTER OF POLE. DEPARTMENT OF TRANSPORTATION
CABINET BASE.) [INSTALL 2—2 IN. AND 2—-4 IN. SCHEDULE 80. go DEGREE PVC ELECTRICAL CONDUIT BENDS IN CABINET BASE.) Q@ i | 13.PUSHBUTTON ARROWS ARE TO BE PARALLEL TO THE CROSSING FOR WHICH THEY ARE INTENDED. STATE HIGHWAY ADMINISTRATION
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X. INSTALL 24 IN: HEAT APPLIED, WHITE PERMANENT PREFORNED %’iéﬁi‘igﬁtﬁ%ﬂg PAVEMENT WARKING FOR STOB LINE:" ‘o ! PRACTICE”. IF NOT MET. THE CONTRACTOR IS TO STOP WORK ON_PUSHBUTTON LOCATIONS UNTIL A DESIGN OFFICE OF TRAFFIC & SAFETY
Y. USE EXISTING HANDHOLE. > 1 WAIVER IS OBTAINED. APPROVED BY THE DIRECTOR. OFFICE DF TRAFFIC AND SAFETY. TRAFFIC ENGINEERING DESIGN DMSION
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BB. INSTALL 5 IN. CONCRETE SIDEWALK AND COMBINATIDN CONCRETE CURB AND GUTTER (STANDARD NO. MD 620.02 TYPE ‘A’). n || 17. VERIFY PROPOSED GEOMETRICS PRIDR TO INSTALLING SIGNAL EQUIPMENT. US 1and Rossvlle Boulevard
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FF. REMOVE EXISTING STRAIN POLE. REMOVE FOUNDATION 12 IN. BELDW GRADE AND BACKFILL. l
GG. EEEEVESEQ&B;&ING STRAIN POLE. REMOVE FOUNDATION 12 IN. BELOW GRADE AND BACKFILL. RELOCATE EXISTING SIGNS (#20 & #26) TO NEW SIGNAL GEOMETRIC LEGEND E«—@ APPROVALS REVISIONS TRAFF'C S|GNA|_|ZAT|ON pLAN
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LL. ABANDON EXISTING LOOF DETECTOR. DISCONNECT AND REMOVE LOOP DETECTOR CABLES FROM CONDUITS. HANDHOLES. SIGNAL STRUCTURES AND CONTROLLER. { SN < | StiA CONTRACT NO. XX6455185 10/10/g041
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NN. REMOVE EXISTING PEDESTAL POLE. REMOVE FOUNDATION 12 IN. BELOW GRADE AND BACKFILL. SD - STORM DRAIN — —— ﬂ-—@ o Vid DESIGNED BY R.R. Zacherl COUNTY Baltimore
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